
Design: Pearson Lloyd

INSPIRING OFFICES. SINCE 1790.

The Dock-In Bays are screened bays for noisy of-
fices and are the central element of DOCKLANDS 
range. An anchor point in a mobile working environ-
ment or private area dedicated to focused work in 
open space. Within a shared office environment the 
Dock-In Bay is a temporary, alternative workplace 
for individual focused work. Its inviting design and 
acoustic and visual screening provide a high level of 

comfort at work. Dock-In Bays offer a wide range of 
uses for space planning and shaping without affec-
ting a building‘s structure. Dock-In Bays are avai-
lable in single or two-person work place units and 
allow for a variety of configurations: face to face, 
side by side, back to back, or in an unlimited row 
configuration, one after another.

DOCKLANDS



© Bene GmbH, 08/2026

1

3

2

1

2

2

DOCKLANDS
PRODUCT DESCRIPTION

PRODUCT DESCRIPTION
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Soft Wall: compromising of several Soft Wall panels. A Wooden substructure 
upholstered with 5mm polyurethane foam padding on the inside and out. Foam in 
flame-resistant version according to BS 5852 Part 2, Ignition Source 5 (Crib 5). 
Interior and exterior coverings can be selected from a wide range of collections. 
Covers always come with double stitching on all stitched edges. 
 
Assembly of the Soft Wall panels is achieved by threading them together with 
20mm thick rods,  attached to a floor rail (SZ Black). Adjustable feet can be  
used to level the bays (± 5 mm).

Sound absorption according to ISO 11654 rated sound absorption level  
αw 0.65 (in acoustically activated areas) Absorption class = C

DOCK-IN BAYS

Straight wall element: comprising of a wooden (chipboard) frame with a melamine or veneer covered lower panel and  
a fabric upper panel. The lower panel can be optionally equipped with a flush-integrated connection plug board. Top  
and side cover plates, in Vanished MDF, conceal the inner frame. A peripheral black plastic base features adjustable  
feet to level the bays (± 5 mm).

Table top: 19 mm chipboard or 13 mm compact top in melamine or veneer.  
Table top connection using angle brackets can be levelled using slotted holes. 
Steel frame construction beneath the table top.
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Soft Wall: compromising of several Soft Wall panels. A Wooden substructure upholstered 
with 5mm polyurethane foam padding on the inside and out. Foam in flame-resistant 
version according to BS 5852 Part 2, Ignition Source 5 (Crib 5). 
 
Interior and exterior coverings can be selected from a wide range of fabric groups.  
Covers always come with double stitching on all stitched edges.Assembly of the Soft 
Wall panels is achieved by threading them together with 20mm thick rods, attached  
to a floor rail (SZ Black). Adjustable feet can be used to level the bays (± 5 mm).

Sound absorption according to ISO 11654 rated sound absorption level  
αw 0.65 (in acoustically activated areas) Absorption class = C

Sofa: The substructure of the back panel is made of plywood. 
Dimension cushions for backrest: 600 x 360 mm.  
Frame: Powder-coated steel,dark grey with plastic glides

Dimensions: width 1.400 mm, height 459 mm, depth 720 mm, seat depth 495 mm

Covers are available in the fabric groups P0 - P5, imitation leather P2, P3 and leather 
groups L1, L5 in accordance with the Bene seating furniture collection.

Colour configuration options: single-coloured, different colour for recessed elements or 
different colour for recessed elements and back panel.

ll upholstered elements contain dimensionally stable polyurethane foam padding.  
Optionally in flame-resistant version according to BS 5852 Part 2, Ignition  
Source 5 (Crib 5).

DOCK-IN LOUNGE
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DOCKLANDS
PRODUCT DESCRIPTION

PRODUCT DESCRIPTION

Soft Wall: consisting of several panels. Wooden substructure, upholstered with 
5 mm polyurethane foam padding on the inside and outside. Foam in flame- 
resistant version according to BS 5852 Part 2, Ignition Source 5 (Crib 5).

Interior and exterior covers can be selected from different fabric groups. 
Covers always come with double stitching on all stitched edges.

Assembly of the Soft Wall panels is achieved by threading them together with 
20mm thick rods,  attached to a floor rail (SZ Black). Adjustable feet can be  
used to level the bays (± 5 mm).

SERVICE DOCK
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Soft Wall: consisting of several panels. Wooden substructure, upholstered with 
5 mm polyurethane foam padding on the inside and outside. Foam in flame- 
resistant version according to BS 5852 Part 2, Ignition Source 5 (Crib 5).

Interior and exterior surfaces can be selected from different fabric groups. 
Covers always come with double stitching on all stitched edges. 

Connection of Soft Wall panels over 20 mm threaded rods in the floor rail, 
in SZ black, levelling with the help of adjustment feet ± 5 mm.

Coat rod: in chrome, diameter 28 mm

COAT RACK
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DOCKLANDS
OVERVIEW & DIMENSIONS

OVERVIEW & DIMENSIONS

Measurements in mm

DOCK-IN BAY OPEN BAY

DOCK-IN BAY WALL BAY 
Not suitable for freestanding use.
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DOCKLANDS
OVERVIEW & DIMENSIONS
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DOCK-IN BAY DOUBLE BAY - ONE-SIDED ENTRANCE

OVERVIEW & DIMENSIONS

DOCK-IN BAY DOUBLE BAY - ENTRANCE LEFT / RIGHT
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Measurements in mm

DOCK-IN LOUNGE SINGLE LOUNGE - ENTRANCE LEFT

DOCK-IN LOUNGE SINGLE LOUNGE - ENTRANCE RIGHT

DOCK-IN LOUNGE OPEN LOUNGE
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DOCKLANDS
OVERVIEW & DIMENSIONS

OVERVIEW & DIMENSIONS

Measurements in mm

SERVICE DOCK

COAT RACK
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DOCKLANDS
OPTIONS - DOCK-IN BAYS

OPTIONS - DOCK-IN BAYS
TILTABLE CABLE TRAY T

GROMMET HOLE

PLUG BOX

SHORTENED TABLE TOP

Foldable cable tray available in 2 widths, depending on table width. 
Optional selection, always automatically included when integrating a plug box.

Material and colour: Steel plate, SZ black powder-coated.

Maximum 2 grommet holes per table top. Diameter 80 mm. If a plug box is selected for ano-
ther position, then a cable outlet can no longer be integrated in that position.

Positions: left, right, centre (excludes left and right) or * left and right

*If cable outlets are configured for left and right, a plug box can also be installed in the 
centre of a table top with a width of 1.400 mm.

Material and colour: Plastic, in WI white, AL aluminium or SZ black.

Maximum 1 plug box per table top. If a cable outlet is selected for another position, then a 
plug box can no longer be integrated in that position.

Positions: left, right or *centre

*If cable outlets are configured for left and right, a plug box can also be installed in the 
centre of a table top with a width of 1.400 mm.

Material and colour: AL anodised aluminium

The table top’s depth can be reduced so that cabling can be run in the rear over the 20 mm 
gap. In case of a shortened table top, a 3A connection plug board with aluminium 
enclosure cannot be mounted using a universal adapter.



© Bene GmbH, 08/2026

8

DOCKLANDS
OPTIONS - DOCK-IN BAYS

OPTIONS - DOCK-IN BAYS

CABLING UNDER THE DESK (EXTENSION)

CABLING IN THE WALL

CABLING

Open Bay, Single Bay and Wall Bay
	·  1 connection plug board with 3x power sockets
	·  1 electrical starter cable GST18 5.000 mm
	·  Optional: 1 electrical interconnecting cable GST 18 5.000 mm

Wall Bay
	·  1 connection plug board with 4x power sockets 
	 *or 3x power socket, 2x RJ45-CAT6 
	 *or 2x power socket, 2x RJ45-CAT6, 1x HDMI and audio

	·  1 electrical starter cable GST18 5.000 mm
	·  Optional: 1 electrical interconnecting cable GST 18 5.000 mm

*Optional: 1 input cable set (1x network cables RJ45-CAT6 1.200 mm)

Dock-In Bays
Connection types
	·  Behind panel/ to universal adapter
	·  With table clamp for 13 - 25 mm top thickness

	·  1 connection plug board with 4x power sockets incl. switch 
	 or 1x power sockets, 2x USB charging port (A + C) 

	·  1 electrical starter cable GST18 5.000 mm

Twin Bay and Double Bay
	·  2 connection plug boards with 4x power sockets 
	 *or 3x power socket, 2x RJ45-CAT6 
	 *or 2x power socket, 2x RJ45-CAT6, 1x HDMI and audio

	·  1 electrical starter cable GST18 5.000 mm
	·  Optional: 1 electrical interconnecting cable GST 18 5.000 mm

*Optional: 2 input cable sets (2x network cables RJ45-CAT6 1.200 mm)

Twin Bay and Double Bay
	·  2 connection plug boards with 3x power sockets
	·  1 electrical starter cable GST18 5.000 mm
	·  Optional: 1 electrical interconnecting cable GST 18 5.000 mm
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DOCKLANDS
OPTIONS - DOCK-IN BAYS

OPTIONS - DOCK-IN BAYS
LAMP

Colours
Lamp shade:	 Opalin white 
Lamp stem:	 aluminum matt anodized

Dimensions
Lamp shade:	 Ø 200 x 72 mm
Lamp stem:	 Ø 25 x 392 mm 

Technical characteristics
Electronic ballast:	 transformer, 18 W, 24 V
Light bulb:	 LED 16 W, 1.000 lm
Lighting colour:	 3.000 K
Colour reproduction:	 RA >80
Dimming:	 via push-button on top of the lamp shade

Weight
without packaing:	 1,7 kg
with packaing:	 2,3 kg

Screwed directly to the desktop.

Possible positions for attaching the luminaires to the desk in the Dock-In Bays

This lamp contains
built-in LEDs.

Bene Lamp

The LEDs of this lamp can only be
replaced by the manufacturer.

 A++

 A+

 A
 B
 C
 D
 E

874/2012

L
E
D

Configuration „preparation for lamp left“

Configuration „preparation for lamp right“
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DOCKLANDS
OPTIONS - DOCK-IN BAYS / DOCK-IN LOUNGE

OPTIONS - DOCK-IN BAYS / DOCK-IN LOUNGE
DESK SHELF

CLOTHES HANGER

Maximum 1 desk shelf per temporary workplace. Equipped with a presence indicator that 
can be pointed upwards to show that the workplace is occupied.

Material and colour: Aluminium in WI white
The presence indicator has the same design as the desk shelf.

Position is fix and cannot be changed.

Maximum 1 clothes hanger per temporary workplace.
Material and colour: MDF varnished in WI white
Position is fix and cannot be changed. Maximum load: 10 kg

Possible positions

Possible positions
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DOCKLANDS
OPTIONS

OPTIONS

CLOTHES HANGER - COAT RACK

Material and colour: MDF varnished in WI white

ATTACHMENT TABLE - DOCK-IN LOUNGE

Optionally mountable left or right of Dock-In break-out area. 
Table top: Compact top, melamine 13 mm. Steel brackets: dark grey, powder-coated.  
Dimensions: Width 821 mm, depth 434 mm

Maximum load: 10 kg
Colours based on the Bene collection in melamine.

The version includes connection plug board OU „Phase“
	· 1x power socket
	· 2x USB charging port (A + C)
	· 2 m starter cable
	· Electricity module available in A, D, F, L

Optionally available without connection plug board.
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DOCKLANDS
COLOURS AND MATERIALS

COLOURS AND MATERIALS
MATERIALS AND SURFACES
The following materials and colours are available for this product.

 • . . . . . . . . . .         available
 - . . . . . . . . . .         not available

Surface Soft Wall Base shell Top shell Table top Attachment table Sofa
Melamine - - - • • -
Veneer - - - • - -
Fabric (P0-P5) • • • - - •
Imitation leather (P2) • • • - - •
Leather (L1, L5) - - - - - •

Included colour representations, restrictions on colour and panel combinations as well as permitted collections   
see following pages or product data sheet „colours & materials“
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DOCKLANDS
COLOURS & MATERIALS

COLOURS & MATERIALS
MELAMINE

MW  white 1 MQ  office white 1 MC  canvas  MP  platinum 1 MA  aluminium 

MS  slate 1 MB  basalt 1MH  stone grey TM  clay MD  urban grey

MSW  snow white

EZ  oak vicenza NG  walnut grey MNP  walnut paviaMEK  oak kendal MAK  maple classic MBK  beech classic

1 these selected colours are available for the top table (Dock-In Lounge),  
all melamine colours are available for the table top of the Dock-In Bay products

MJG jade green
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DOCKLANDS
COLOURS & MATERIALS

COLOURS & MATERIALS
VENEER

AK  canadian maple BG  beech grey

EF  oak natural EY  oak sylt ER  oak amaretto EV  oak vulcanoEG  oak grey

KD  chestnut natural KP  chestnut brown KQ  chestnut grey

NF  american walnut

NB  walnut umbra NA  walnut anthraciteNR  walnut siena

BJ  bamboo

Veneers also available in matt finish.

BU  beech natural
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DOCKLANDS
COLOURS & MATERIALS

COLOURS & MATERIALS

Various collections are available for the cover: Xtreme Plus, Urban Plus, Era, Step, Step Melange, Soft Next, Remix, Mainline Flax, Focus, 
Bonsai Reboot, Chance, Panama, Fiord, Steelcut, Fox, Assam, Focus Melange, Artisan, The Cool, Steelcut Trio, Hallingdal, Opera, Elle, 
Coda, Ultra, Spectrum. More information about the specific fabric and leather collections is available at www.bene.com.

Our outdoor fabrics can also be used on products for indoor use. However, this does not mean that the indoor products are suitable for out-
door use.

FABRIC, IMITATION LEATHER AND LEATHER
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DOCKLANDS
THE BENE RESPONSIBILITY

Example configuration
	· Open Bay
	· Fabric
	· Total weight 87,51 kg

For each standard product configuration, Environmental Product Declarations (Lifecycle Data Sheets / LCDS) can be provided. These are 
prepared in accordance with EN ISO 14040, EN ISO 14044 and the applicable Product Category Rules (PCR) of the International EPD® 
System for UN CPC 3811, 3812 and 3814. 
 
The LCDS include the Product Carbon Footprint (PCF) covering the entire life cycle (cradle-to-cradle). 
 
Environmental information from Bene: https://bene.com/en/bene/sustainability

Environmental key figures
	· 100 % sortable by type
	· 99,1 % recyclable 
	· 82,6 % of contents are renewable raw materials
	· 12,2 % recycled production materials

DOCKLANDS SINGLE BAY

THE BENE RESPONSIBILITY

At Bene, the following materials are used as a matter of course:
	· chipboards low in formaldehyde
	· glues low in formaldehyde
	· water-based varnish systems
	· recyclable materials
	· materials with a high recycling share
	· PVC-free synthetics

Bene guarantees products free from:
	· CMR substances
	· halogenated solvents in synthetics
	· chlorinated hydrocarbons
	· heavy metal pigments
	· materials with azo pigments
	· Coatings with biocidal effects (such as wood preservatives, pesti-
cides).

CONTRIBUTION TO BUILDING CERTIFICATIONS
In the context of ecological building certification, design systems such as furniture and dividing walls help to achieve a good result and a 
higher score.
Bene's products make a contribution towards the LEED, WELL Building Standard, DGNB, BREEAM, etc. certifications. Criteria include, for 
example, environmental product declarations, indoor air quality, acoustics and convertibility.

SUSTAINABLE RAW-MATERIALS

Bene plays a pioneering role in the field of sustainability. This spans all company divisions – from product development, procurement, 
production, and logistics to product recycling. From the first sketch through to series production, ecological requirements are always an im-
portant factor in the product development process. It includes selecting environmentally compatible materials, such as certified timbers from 
sustainably managed forests, using recycled materials and increasing the use of renewable raw materials. Other important requirements for a 
sustainable product design are labelling the materials, their ability to be repaired, and a long service life for the components used, with the 
aim to integrate them into a second product life cycle.
To guarantee a high recyclability standard for our products at the end of their service life, we avoid composites as much as possible and 
develop furniture that allows for disassembly by material type.
Bene products are sourced and made in Europe. 99.9% of all deliveries reach us from a European country. Around 94% of all raw material 
supplies come from Austria and Germany. Around 93% of the raw materials comes from suppliers within 500 kilometres of our production 
site.

Steel
13.85 kg / 12.90%

Wood
86.83 kg / 80.89%

Fabrics
3.22 kg / 3%

Plastic
1.83 kg / 1.71%

Aluminium
1.61 kg / 1.50%


