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T-PANEL MULTI
PRODUCT DESCRIPTION

PRODUCT DESCRIPTION
T-Panel Multi -  installation behind desk top
height 625 mm, upper edge height 1.135 mm, lower edge height 510 mm

1 If shell 1 and 2 have the same finish (material and colour), they will be combined in one single shell.
2 2-piece double shells are only possible if the top edge height of the organisation profile is 910 mm.
3 Organisation rail is optimized for Bene organisation elements only. Note max. load!

If the table panels shall be installed in top slots of a desk with a width as from 1.600 mm, table panels which are a part of the desk width 
can be used. Those will be installed in 2 top slots and are positioned left-aligned or right-aligned, according to desk top. The respective 
panel widths, which are required for pricing, are depending on the nominal width and can be taken from the panel type overview.

For electronically pricing the real panel widths are consulted, which can lead to marginal price differences.

4 Organisation rail not available for 2-piece acoustic variant.

T-Panel Multi - installation in top slot or top gap
height 415 mm, upper edge height 1.135 mm
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T-PANEL MULTI
PRODUCT DESCRIPTION

PRODUCT DESCRIPTION
T-Panel Multi - installation centrally on interconnecting brace
height 605 mm, upper edge height 1.135 mm, lower edge height 530 mm

T-Panel Multi -  installation in top slot
height 391 mm, upper edge height 1.135 mm

one-shelled

one-shelled

two-shelled

two-shelled with 
organisation rail

three-shelled with 
organisation rail 3

2-piece one-shelled 4

desk side - possible price groups

desk side - possible price groups

back side - possible price groups

back side - possible price groups

1 If shell 1 and 2 have the same finish (material and colour), they will be combined in one single shell.
2 2-piece double shells are only possible if the top edge height of the organisation profile is 910 mm.
3 Organisation rail is optimized for Bene organisation elements only. Note max. load!

If the table panels shall be installed in top slots of a desk with a width as from 1.600 mm, table panels which are a part of the desk width 
can be used. Those will be installed in 2 top slots and are positioned left-aligned or right-aligned, according to desk top. The respective 
panel widths, which are required for pricing, are depending on the nominal width and can be taken from the panel type overview.

For electronically pricing the real panel widths are consulted, which can lead to marginal price differences.

4 Organisation rail not available for 2-piece acoustic variant.
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T-PANEL MULTI
PRODUCT DESCRIPTION

PRODUCT DESCRIPTION
T-Panel Multi Extend -  installation behind desk top
height 1.005 mm

T-Panel Multi Extend -  installation behind desk top
height 1.135 mm

one-shelled

one-shelled two-shelled three-shelled with 
organisation rail 3

2-piece one-shelled 4 2-piece two-shelled 2,4

two-shelled

desk side - possible price groups

desk side - possible price groups

back side - possible price groups

back side - possible price groups

1 If shell 1 and 2 have the same finish (material and colour), they will be combined in one single shell.
2 2-piece double shells are only possible if the top edge height of the organisation profile is 910 mm.
3 Organisation rail is optimized for Bene organisation elements only. Note max. load!
4 Organisation rail not available for 2-piece acoustic variant.
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T-PANEL MULTI
PRODUCT DESCRIPTION

PRODUCT DESCRIPTION
LINK-UP SOLUTIONS ON NEIGHBOUR ELEMENTS

Successional illustrations exemplify the link-ups of single panels on corners as well as their use on different desk top shapes.  
Supplementary the possible installation positions are marked. For pricing the panel with the respective nominal desk width,  
design desk depth, side length or predefined width (at leg lengths) must be consulted.

Detailed view of integral hinge row configuration Detailed view of integral hinge angled desk W1

1 At assembling integral hinges are pressed into the groove.
2 only for T-Panel Extend

mitre line 1, 2

m
it

re
 l
in

e 1
, 

2

nominal length

no
m

in
al

 l
en

gt
h

ou
ts

id
e

nominal length row configuration

in
si

de

nominal length

Integral hinges

only 90° only 90°



© Bene GmbH, 10/2021

7

T-PANEL MULTI
OVERVIEW AND DIMENSIONS

OVERVIEW AND DIMENSIONS

T-PANEL MULTI
Extension position: visitor side

T-PANEL MULTI
Extension position: visitor side

LEVEL

T-PANEL MULTI
Extension position: left / right 1

T-PANEL MULTI EXTEND
Extension position: visitor side

T-PANEL MULTI EXTEND
Extension position: visitor side

T-PANEL MULTI EXTEND
Extension position: left / right

800 - 2.400

800 - 2.000 800 - 2.000

800 - 2.400 1.600 - 2.400 800 - 1.000

800 - 2.400

800 - 2.000

600 - 1.000800 - 2.400

800 - 2.000

600 - 1.000

Dimensions in mm

Dimensions in mm

Height

Height Height

Height Height Height

Height

Height

HeightHeight

Height

Height
1.135

1.135

1.135

625

567 437

415 415 625

1.005

1.005

1.005

1.135

1.135 1.005

1.135 1.135 1.135
1.200

1 Fitting is not height adjustable.

1 Fitting is not height adjustable.
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T-PANEL MULTI
OPTIONS

OPTIONS
JUNCTION
The junction is available for building L-, T- and X-connections (90°).  
It consists of aluminium profiles, mounting wedges and covering caps. 

The junction is always in anodised AL. The height of the blinds always 
conforms to the panel height. Only panels with the same height can  
be connected.

	· minimum height 285 mm
	· maximum height 1.135 mm
	· does not carry any statical function

detail view  
L-connection

detail view  
T-connection

detail view  
X-connection

T-Panels in combination with Accessories, check the configuration of the T-Panels and the hook-in height.
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T-PANEL MULTI
INSPIRATIONS

Inspiration #02

Desk with T-Panel Multi in MW melamine white and fabric Inn (4W green).

Inspiration #01

Desks with T-Panel Multi in MW melamine white and fabric Inn (5D slate).

INSPIRATIONS
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T-PANEL MULTI
INSPIRATIONS

Inspiration #04

Desk with T-Panel Multi Extend in MW melamine white and safety glass 
clear glass TSG (KS)

Inspiration #03

Desk with T-Panel Multi in MW melamine white and safety glass clear glass TSG (KS).

INSPIRATIONS
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T-PANEL MULTI
INSPIRATIONS

Inspiration #05

Desk with T-Panel Multi Extend in MW melamine white and fabric Inn (4B azure blue).

INSPIRATIONS
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T-PANEL MULTI
COLOURS & MATERIALS

COLOURS & MATERIALS

MW  white

MA  aluminium

AR  maple

CE  elm white CO  coco

MS  slate MB  basalt

NG  walnut greyBH  beech light

MQ  office white MC  canvas MP  platinum TM  clay

MELAMINE: Basic colours

MELAMINE: Décor colours

MELAMINE: Décor colours with texture

MELAMINE: Additional basic colours

EA  oak aragon

MH  stone grey

MD  urban grey

EZ  oak vicenza
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T-PANEL MULTI
COLOURS & MATERIALS

Various material collections are available as cover materials: Urban Plus, Xtreme Plus, Inn, Step, Step Melange, Patina, Remix, Clara,  
Mainline Flex, Divina, Steelcut, Fiord, Hallingdal, Steelcut Trio, Divina Melange, Divina MD, Greenwich Uni. 
More information about the specific fabric collections is available at www.bene.com.

COLOURS & MATERIALS

VENEER: Walnut VENEER: Bamboo

VENEER: Maple VENEER: OakVENEER: Beech

EY  oak, silt 

NF  americ. walnut

AK  canad. maple ER  oak, amaretto

NB  walnut, umbraNR  walnut, sienna

BG  beech, grey EV  oak, volcano

NA  wal., anthracite BJ  bamboo

EG  oak grey

KD  chestnut natural KP  chestnut brown KQ  chestnut grey

VENEER: Chestnut


